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En la versión de pie,  
Counterbalance conserva el 
característico reflector orientable 
convexo de aluminio y de altura 
regulable gracias a un sencillo 
mecanismo deslizante a lo largo 
del pie de la lámpara. El cabezal 
puede orientarse en cualquier 
dirección.

Dans la version au sol, 
Counterbalance conserve le 
réflecteur caractéristique orien-
table à calotte en aluminium 
réglable en hauteur grâce à un 
mécanisme simple de coulisse-
ment le long de la tige. La tête  
peut être orientée dans toutes les 
directions.

In die Bodenleuchte hinzu, 
Counterbalance die den typischen 
haubenförmigen Leuchtenkopf 
aus Aluminium beibehält, der  
sich über einen einfachen Gleit-
mechanismus auf dem Stab in  
der Höhe verstellen lässt.  
Der Leuchtenkopf kann in alle 
Richtungen ausgerichtet werden.

Nella versione da terra, 
Counterbalance conserva il 
caratteristico riflettore orientabile 
a calotta in alluminio regolabile  
in altezza grazie a un semplice 
meccanismo a scorrimento lungo 
lo stelo. La testa è orientabile  
in tutte le direzioni.

EN In the floor version, Counterbalance conserves the characteristic 
aluminium cap, height-adjustable thanks to a simple sliding mechanism 
on the stem. The head is adjustable in any directions.
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Ø 5.7 ”

Ø14,5 cm
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D73NT 
step dimmer 
(0%/50%/100%) 
D73/1  
base

Structure in painted steel, head in aluminium.

Light source 

Materials 

Structure finishes 

Insulation class

D73NT 

EEL

LED module 16W* 2700K A++ 

Black

* Power consumption by device

90°360°




