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Luna basso
�atas���t    

��� table / � oor luminaire with s�herical head and light aimed u�wards and a glass s�here diameter o� 200 mm. �he inno-
�ati�e ��� � reball technolog� creates a s�ecial lighting e� ect � direct� u�ward-�acing and atmos�heric lights o� the � reball 
within the glass s�here.

�o be connected �ia an e�ternal �ower su��l� �lug �included� to 230 � �� mains �oltage. �lass co�er and � reball remo�ab-
le �or maintenance �ur�oses� ��� interchangeable. �an be switched on and dimmed� and the color tem�erature can be 
adjusted continuousl� between 2700 and �000 � using �touchless control� �gesture control on the base� or �ia �cchio air.
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material aluminium� glass� ��� coated� steel� �lastic

cable length 2 m o� which 1.� m are retractable

weight 1 .� �g

head / bod� / base dar� chrome� �hantom

�ower su��l� matt blac�

a�erage li�e time � �0.000 hrs

energ� e��icienc� class 
�luminous e��icienc��

� ��� lm/��

�ower ��� � � �incl. �cchio �ower su��l� unit 11 �� standb� � 0.� ��

color rendering inde� ��� �a ��

color tem�erature �color consistenc�� 2700��000 � �2-ste��

dimming � touchless control �� �cchio air

connection 230 � ��

�ower �actor �ower su��l� �cos �1� 0.�

�lic�er / strobosco�ic e��ect � 1 ��st��� / 0.� �S���

�ermitted o�erating conditions ma�. 30�� �or indoor use onl�
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lighting effects
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100 % ≈ 2410 cd/klm
uplight, floor mirrored
direct, glare-free uplight (Occhio fireball optic), 
beam angle approx. 50°

light source : Occhio fireball

luminous flux : high color 9 W 400 lm
   
   

Luna basso
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version (»color tune«)   Luna luminaires can be dimmed via » touchless control « (basso, sogno, sospeso and sospeso cloud) 
and Occhio air (standard for all Luna luminaires). Alternatively, dimming is possible via phase section 
(Occhio air can be deactivated via power supply, not for basso, sogno and sospeso cloud).    

Occhio air /  Phase cut-off dimming
switchable at power supply)

       

   Occhio air (standard)
Bluetooth control via Occhio air app or » air «controller (optional),
control of individual luminaires, groups and scenes.

sospeso up/fl at/pure
COLOR (K) = SENSOR OFF
adjustable color temperature (4 steps),
trailing-edge phase cut dimming possible

 » air« + SENSOR
 » air « + » touchless control « ( Bluetooth
and gesture control), control via
»touchless control« and Occhio air app
or »air« controller, switching, dimming,
»color tune« (color temperature continuously
adjustable), no external dimming possible,
control and sensors can be deactivated via
Occhio air app

      sospeso cloud
Integrated Bluetooth control,
»air« + »touchless control« (Bluetooth
and gesture control),
control via »touchless control«
and Occhio air app or »air« controller,
switching, dimming, »color tune«
(color temperature continuously adjustable),
no external dimming possible,
control and sensors can be deactivated
via Occhio air app

 basso/ sogno
Integrated Bluetooth control,
»air« + »touchless control«
(Bluetooth and gesture control),
control via »touchless control«
and Occhio air app or »air« controller,
switching, dimming, »color tune«
(color temperature continuously adjustable),
control and sensors can be deactivated
via Occhio air app

parete
COLOR (K) = SENSOR OFF
 adjustable color temperature (4 steps),
trailing-edge phase cut dimming possible

Occhio air
»air« (Bluetooth control), control via Occhio air app 
or »air« controller, switching, dimming, 
»color tune« (color temperature continuously
adjustable), no external dimming possible

 piena/ scura up/flat
COLOR (K) = SENSOR OFF
 adjustable color temperature (4 steps),
trailing-edge phase cut dimming possible,
Occhio air deactivated

 »air« + SENSOR (piena/scura)
»air« (Bluetooth control),
control via Occhio air app or »air« controller,
switching, dimming, »color tune«
(color temperature continuously adjustable),
no external dimming possible,   

 sospeso / piena / scura up  sospeso / piena / scura flat

parete

Occhio air 
powered by 
Casambi

control options


	CE
	IP20
	protection class 2
	WEEE
	Abstand 0,2
	protection against heat

